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DETERMINING A MOBILE STATION IS IN A SOFT HANDOFF CONDITION 
WITH A SERVING BASE STATION AND A NON-SERVING BASE STATION 



RECEIVING, AT THE SERVING BASE STATION, A MESSAGE ON AN 
ACKNOWLEDGEMENT CHANNEL INDICATING POSITIVE OR 
NEGATIVE ACKNOWLEDGEMENT OF THE RECEPTION OF A 
PACKET OF DATA AT THE MOBILE STATION 



702 



703 



DETERMINING AN ERASURE OF THE MESSAGE 
AT THE SERVING BASE STATION 



704 



RECEIVING THE MESSAGE AT A NON-SERVING BASE STATION ON 
THE ACKNOWLEDGEMENT CHANNEL FROM THE MOBILE STATION 
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DETERMINING A VALUE OF THE MESSAGE AT 
THE NON-SERVING BASE STATION 
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COMMUNICATING THE VALUE OF THE MESSAGE FROM THE 
NON-SERVING BASE STATION TO THE SERVING BASE STATION 
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CHANGING, AT THE SERVING BASE STATION THE ERASURE 
TO THE VALUE OF THE MESSAGE. 
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IF THE VALUE IS A POSITIVE 
ACKNOWLEDGEMENT OF 
THE MESSAGE 
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IF VALUE IS A NEGATIVE 
ACKNOWLEDGEMENT OF 
THE MESSAGE 
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TERMINATING A TRANSMISSION OF THE NEXT DATA UNIT 
OF THE REMAINDER OF DATA UNITS OF THE PACKET OF DATA 
TO THE MOBILE STATION FROM THE SERVING BASE STATION 
AFTER RECEIVING THE POSITIVE ACKNOWLEDGEMENT FROM 
THE NON-SERVING BASE STATION 
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SCHEDULING TRANSMISSION OF THE NEXT DATA UNIT OF THE 
REMAINDER OF DATA UNITS OF THE PACKET OF DATA TO THE 
MOBILE STATION FROM THE SERVING BASE STATION AFTER 
RECEIVING THE NEGATIVE ACKNOWLEDGEMENT FROM THE 
NON-SERVING BASE STATION 
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